
PANDUIT P/N

MS24B

WEIGHT
4.00

101.6

24.25

616.0

14.25

362.0

4X 2.50

63.5

DIA

BREAKOUT FOR DROP
IN STYLE ELECTRICAL

BOX. (2 PLACES)BREAKOUT FOR 
1/2" CONDUIT
(2 PLACES)

BREAKOUT FOR 
3/4" CONDUIT
(2 PLACES)

FLEXIBLE MOUNTING TAB
FOR OUT OF PARALLEL

WALL STUDS. (4 PLACES)

DRYWALL HEIGHT GAGE.
(4 PLACES)

#10-24 GROUNDING STUD.

8.2 LB/EACH PC
(3719.5 g/EACH PC)

NOTES:
1. SEE CURRENT CATALOG FOR ADDITIONAL
   PART NUMBER SUFFIXES TO INDICATE 
   COLOR AND OR PACKAGE QUANTITY.
2. SEE CATALOG FOR COMPLETE LIST OF
   PARTS APPLICABLE FOR USE WITH THIS
   PART.
3. DIMENSIONS IN [] ARE IN METRIC.
4. PART INCLUDES:
   1- ENCLOSURE BASE
   1- PAINT/MUD GUARD
   1- 36" EDGE GROMMET

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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