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C&K FP11SPA1B1TP01 C&K Dostawca Dystrybutor C&K

C&K FP11SPA1B1TP01 C&K Components FP11SPA1B1TP01

C&K

Obraz może być reprezentacją. Zobacz specyfikację dla
szczegółów produktu.

PART NUMBER FP11SPA1B1TP01

PRODUCENT C&K

OPIS SWITCH PUSH SPST-NO 0.4VA 28V

STAN OŁOWIU / STATUS ROHS Bezołowiowa / zgodna z RoHS

ARKUSZ DANYCH

NAPIĘCIE ZNAMIONOWE - DC 28V

NAPIĘCIE ZNAMIONOWE - AC 28V

RODZAJ Standard

TERMINATION STYLE PC Pin

FUNKCJI PRZEŁĄCZNIKA Off-Mom

SERIA FP

WYCIĘCIE W PANELU WYMIARY -

OPAKOWANIA Tray

INNE NAZWY *FP11SPA1B1TP01 
CKN10297

TEMPERATURA ROBOCZA -20°C ~ 80°C

RODZAJ MOCOWANIA Through Hole, Right Angle

POZIOM CZUŁOŚCI NA WILGOĆ (MSL) 1 (Unlimited)

TRWAŁOŚĆ MECHANICZNA -

STANDARDOWY CZAS OCZEKIWANIA PRODUCENTA 14 Weeks

STATUS BEZOŁOWIOWY / STATUS ROHS Lead free / RoHS Compliant

STOPIEŃ OCHRONY -

OŚWIETLENIE NAPIĘCIE (NOMINALNA) -

OŚWIETLENIE TYP, KOLOR -

CECHY -

ŻYCIE ELEKTRYCZNE 50,000 Cycles

SZCZEGÓŁOWY OPIS Pushbutton Switch SPST-NO Standard Through Hole, Right Angle

AKTUALNA OCENA 0.4VA (AC/DC)

KOLOR - ACTUATOR / CAP White

OBWÓD SPST-NO

TYP URZĄDZENIA URUCHAMIAJĄCEGO Round, Button

FP11SPA1B1TP01
Part Number: FP11SPA1B1TP01

Producent / marka: C&K

Opis produktu SWITCH PUSH SPST-NO 0.4VA 28V

Arkusze danych:

Status RoHs Bezołowiowa / zgodna z RoHS

Statek z Hongkong

Sposób wysyłki DHL/Fedex/TNT/UPS/EMS
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PROŚBA O OFERTĘ

Specyfikacje FP11SPA1B1TP01

FP11SPA1B1TP01.pdf

Powiązane tagi

Produkty powiązane

FP11958_LISA2-WWW-CLIP

Producenci:  LEDiL

Opis:  LENS CLEAR 70-94DEG WIDE SNAP IN
Na stanie:  Out stock

RFQ

FP11952_LISA2-WWW-CLIP

Producenci:  LEDiL

Opis:  LENS CLEAR 76-80DEG WIDE
Na stanie:  Out stock

RFQ

FP11SPC1B1TP00

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  220 pcs

RFQ

FP11SPC1B1TP03

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  94 pcs

RFQ

FP11SPA1B1TP02

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  391 pcs

RFQ

FP11954_LISA2-WWW-PIN

Producenci:  LEDiL

Opis:  LENS CLEAR 76-80DEG WIDE
Na stanie:  Out stock

RFQ

FP11SPC1B1TP01

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  Out stock

RFQ

FP11SPA1B1TP00

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  Out stock

RFQ

FP11955_LISA2-WWW-CLIP

Producenci:  LEDiL

Opis:  LENS CLEAR 80DEG WIDE
Na stanie:  Out stock

RFQ

FP11SPC1B1TP02

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  118 pcs

RFQ

FP11SPA1B1TP03

Producenci:  C&K

Opis:  SWITCH PUSH SPST-NO 0.4VA 28V
Na stanie:  Out stock

RFQ

FP11957_LISA2-WWW-PIN

Producenci:  LEDiL

Opis:  LENS CLR 70-91DEG WIDE ADHESIVE
Na stanie:  Out stock

RFQ

https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP01.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP01.aspx
https://www.ocean-components.pl/manufacturers/C-K.aspx
https://www.ocean-components.pl/datasheet/26-FP11SPA1B1TP02.pdf
https://www.ocean-components.pl/rfq/6521056.aspx
https://www.ocean-components.pl/datasheet/26-FP11SPA1B1TP02.pdf
https://www.ocean-components.pl/product/LEDiL_FP11958-LISA2-WWW-CLIP.aspx
https://www.ocean-components.pl/product/LEDiL_FP11958-LISA2-WWW-CLIP.aspx
https://www.ocean-components.pl/rfq/4211447.aspx
https://www.ocean-components.pl/product/LEDiL_FP11952-LISA2-WWW-CLIP.aspx
https://www.ocean-components.pl/product/LEDiL_FP11952-LISA2-WWW-CLIP.aspx
https://www.ocean-components.pl/rfq/989337.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP00.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP00.aspx
https://www.ocean-components.pl/rfq/1414588.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP03.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP03.aspx
https://www.ocean-components.pl/rfq/1557004.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP02.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP02.aspx
https://www.ocean-components.pl/rfq/252397.aspx
https://www.ocean-components.pl/product/LEDiL_FP11954-LISA2-WWW-PIN.aspx
https://www.ocean-components.pl/product/LEDiL_FP11954-LISA2-WWW-PIN.aspx
https://www.ocean-components.pl/rfq/2158122.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP01.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP01.aspx
https://www.ocean-components.pl/rfq/4356672.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP00.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP00.aspx
https://www.ocean-components.pl/rfq/2837361.aspx
https://www.ocean-components.pl/product/LEDiL_FP11955-LISA2-WWW-CLIP.aspx
https://www.ocean-components.pl/product/LEDiL_FP11955-LISA2-WWW-CLIP.aspx
https://www.ocean-components.pl/rfq/442541.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP02.aspx
https://www.ocean-components.pl/product/C-K_FP11SPC1B1TP02.aspx
https://www.ocean-components.pl/rfq/378919.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP03.aspx
https://www.ocean-components.pl/product/C-K_FP11SPA1B1TP03.aspx
https://www.ocean-components.pl/rfq/3183961.aspx
https://www.ocean-components.pl/product/LEDiL_FP11957-LISA2-WWW-PIN.aspx
https://www.ocean-components.pl/product/LEDiL_FP11957-LISA2-WWW-PIN.aspx
https://www.ocean-components.pl/rfq/4267337.aspx
mailto:Info@Ocean-Components.com

	FP11SPA1B1TP01
	Specyfikacje FP11SPA1B1TP01
	Powiązane tagi
	Produkty powiązane


