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SUPDESCRIPTION

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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SIZE

A

PUM-925-3H-_30 & PUM-925-4H-_0
PUSH MOUNT/CABLE TIE ASSEMBLY

01A
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PANDUIT PART
NUMBER

CABLE TIE DIMENSIONS (mm)
COLOR WEIGHT

grams/100pcsMATERIAL MIN   
TENSILE

MAX    
BUNDLE 'A' 'B'

(REF)
'C'

(REF)
'D'

(REF)
3.0 "

76 mm
26.7 19.1 19.6

290

BLACK

594 (REF)PUM-925-3H-_30
HEAT

STABILIZED
 NYLON 120 LBS

534 N
PUM-925-4H-_0

WEATHER
RESISTANT

NYLON

4.0 "

102 mm
368 702 (REF)

NOTES:
   1. SEE CURRENT PRICE SHEET FOR PART
      NUMBER SUFFIX DESIGNATION FOR
      PACKAGE SIZE.

   2. (*) DIMENSIONAL VARIANCE IS POSSIBLE DUE
      TO MOLDING PROCESS RELATED SINK MARKS.

   3. APPLICATION SPECIFICATION:
      A. HOLE DIAMETER: 8.8 - 9.3  mm
      B. PANEL THICKNESS: 1.0 - 16.0 mm
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PLT3H OR
PLT4H PUM-925


